
®

10.2017

Novaflex 1501
Built on nozzle, Wash down Hose
A wash down hose designed to provide excellent service 
life in the rugged industrial applications that require a 
built on nozzle. This product combines a robust 300 psi 
waster hose that provides excellent abrasion resistance 
and a built on nozzle that is easy to grip.

Specifications
Tube: EPDM, Black chemical resistant compound
Cover: Black SBR blend abrasion, ozone resistant compound
Reinforcement: Multiple plies of polyester tire cord
Lengths: 50 ft
Temperature: -20°F (-29°C) to 180°F (+82°C)

Built on Nozzle Washdown HoseNovaflex®

Part No I.D. O.D. WP 
psi

WT/
lbs/ft

1501-00750-00 ¾ 1.37 300 .61

1501-01000-00 1 1.65 300 .73

1501-01500-00 1¼ 1.80 300 .94
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Getting the most from a single source

All products are warranted to be free from all defects in material and workmanship. It is impossible to test all products under all conditions to which they might be subjected in the field. It is therefore the buyer and/or end users’ 
responsibility to test all products under the conditions that duplicate the service conditions prior to installation. All improvements, all specifications are subject to change without prior notice. It is the buyer and/or end users’ 
responsibility to review our complete Terms and Conditions of Sale located on our web sites at: www.novaflex.com / www.z-flex.com / www.flexmaster.com. 


